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SUMMIT COUNTY STANDARD NOTES

FOR CONSTRUCTION PLANS:

1. ALL WORK AND MATERIALS SHALL BE IN CONFQRMANCE WITH ALL CURRENTLY
APPLICABLE STANDARDS IN THE “SUMMIT COUNTY LAND USE AND DEVELOPMENT CODE.®

N

LOCATIONS OF EXISTING UTILITIES SHOWN IN PLANS ARE APPROXIMATE. THE
CONTRACTOR SHALL BE RESPONSJBLE FOR LOCATING ALL UNDERGROUND UTILITIES, ANY
CONFLICTING UTILITIES SHALL BE RELQCATED PRIOR TO CONSTRUCTION OF ROAD AND
DRAINAGE FACILITIES ACCORDING TO THE REQUIREMENTS OF THE UTILITY OWNER AND
THE SUMMIT COUNTY ROAD AND BRIDGE DEPARTMENT.
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3. THE CONTRACTGR IS REQUIRED TO HAVE A COMPLETE SET OF APFROVED ROAD AND

DRAINAGE FLANS ON THE 0B SITE WHENEVER CONSTRUCTION IS IN FROGRESS,

b

IF THE CONTRACTOR DISCOVERS ANY DISCREPANCIES BETWEEN THE PLANS AND
EXISTING CONDITIONS ENCOUNTERED, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY WETLANDS, DITCH
THE DESIGN ENGINEER AND THE SUMMIT COUNTY ENGINEERING DEPARTMENT, REMOVE SEDIMENT _ DR OTHER FEATURE

BEING PROTECTED
FREQUENTLY TO

ONSITE GRADING SHALL BE IN ACCORDANCE WITH THE APPROVED GRADING PLAN AND DVERSION RIDGH ED
EROSION CONTRGL PLAN. ANY IMPORT OR EXPORT OF MATERIAL SHALL BE FROM A WHERE ACCESS mmMMMM_ IR % OR GREATER MAINFAIN  FUNCTIONALITY
PREAPPROVED SOURCE / DESTINATION ANE COORDINATED WITH THE SUMMIT COUNTY . ‘B\lll.\l\\.l o
ENGINEERING DEPARTMENT AT 970-668-4200, GRADING ON THIS SITE OR ANY OTHER EXCEEDS 2% W_DIR.
SITE MUST COMPLY WITH ALL DEVELOPMENT REGULATIONS INCLUDING, BUT NOT LIMITED T N 0‘\‘
70, GRADING PERMITS,STATE OF COLORADG WATER QUALITY/DISCHARGE PERMITS, NEPA ; /\//\/a\/.\\ vay.
REVIEW, TIMBER HARVEST PERMITS, ACOE PERMITS AND REQUIREMENTS, FLOOD PLAINS, NERAES AT
DESIGNATED DRAINAGE WAYS, ETC. /\\/\\//\\//\\\\/\s R
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6. PRIOR TO SITE CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR LOCATING
UNDCERGROUND UTILITIES. CALL THE UNDERGRGUND UTILITY LOCATION SERVICE AT 811
BEFORE YOU DIG.
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SUMMIT COUNTY, COLORADO AKA STRAW WATTLE

EROSION/SEDIMENTATION CONTROL (ESC) NOTES:

" THE MOST EFFECTIVE £5C BEST MANAGEMENT PRACTICE (BMP) 1S NGN. DISTURBANCE. GIVEN
THAT LAND DEVELOPMENT INVARIABLY INVOLVES EARTH DISTURBING ACTIVITIES THE FIRST
STEP IN RESFONSIBLE STEWARDSHIP IS TO LIMIT THE AMOUNT OF DISTURBANCE REQUIAED
FOR SITE DEVELOPMENT. AFTER ALL DESIGN AND PLANNING CONSIDERATIONS BAVE BEEN A
EVALUATED AND A MINIMAL AMOUNT OF DISTURBANCE AS DECIDED UFON, THE ATTACHED —>
DETAILS AND NOTES SHALL BE APPLIED WHEREVER THEY MAY BE APPROPRIATE TG PREVENT
EROSION AND/OR SEDIMENT DISCHARGE GN/FROM YOUR PROJECT SITE.

-

EROSION CONTRGL BMP'S AS SHOWN HEREON AND INDICATED ON YOUR SITE PLAN MUST BE ASPHALT DR GRAVEL GRAVEL
INSTALLED AND APPROVED PRIOR TO (ISSUANCE OF A GRAQING PERMIT), INCLUGING YOUR TRAVELED SURFACE
VTC AN CONCRETE WASHOUT AREA.
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DIRECTION OF FLOW DIRECTION OF FLOW

b

THE CONTRACTOR SHALL DO NO CLEARING AND GRUBEBING OR EARTHWORK BEFORE THE
ERGSION CONTROL INSTALLATIONS HAVE BEEN APPROVED OY THE COUNTY ENGINEER.

4°xB" TRENCH
w,/COMPACTED BACKFILL

NI
SN
AR RANR

L - SHOULDER
(OB TTE:

™ MIN

R
NN
R

b

ERQSION CONTROL: CONTROLLING POLLUTION, EROSION, RUN-QFF, AND RELATED DAMAGE
MAY REQUIRE THE CONTRACTGR T PERFORM TEMPORARY WORK ITEMS INCLUDING BUT NOT
LIMITED TG:

TYPICAL DETAILS
SUMMIT COUNTY, COLORADO
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A, INSTALLING DITCHES, BERMS, CULVERTS, AND OTHER MEASURES TO CONTROL

SURFACE WATER.

BUI DING DAMS, SETTLING BASINS, ENERGY DISSIPATERS, AND OTHER MEASURES, TG

CONTROL DOWNSTREAM FLOWS.

C. CONTROLLING GROUNDWATER FOUND DURING CONSTRUCTION, COMPACTED

D. COVERING GR OTHERWISE PROTECTING SLOPES UNTIL PERMANENT ERQSION CONTROL SUB—BASE
MEASURES ARE WORKING.
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Project
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5. THE CONTRACTOR SHALL BEAR FULL RESPONSIBILITY FOR TEMPORARY WATER POLLUTION A >
CONITROL IN ALL SOURCES OF MATERIAL, DISPOSAL SITES, AND HAUL ROADS. NO STORM TOP OF CHECK DAM

WATER, GROUND WATER, OR WATER OF ANY KIND SHALL BE PUMFED, DRAINED, OR MUST BE MIN, 4"
OTHERWISE DISPERSED INTO DOWNSTREAM WATERS WITHOUT APFROPRIATE CONTROLS AND BELOW EDGE OF ROAD
REQUIRED FERMITS.

o™

- APPROVAL OF THE ESC PLAN DOES NOT CONSTITUTE APPROVAL OF ANY OF THE PROPOSED
ROAD, STORM , DRAINAGE, GRADING, OR UTILITY DESIGN ELEMENTS SHOWN ON THE ESC
PLAN.

~

. THE ERGSION/SEDIMENTATION CONTROL MEASURES SHOWN ARE THE MINIMUM
REQUIREMENTS FOR THE ANTICIPATED SITE CONDITIONS, THE CONTRACTOR SHALL INSPECT
& MAINTAIN THESE ESC MEASURES DAILY, & SHALL MAINTAIN 8 UPGRADE THESE MEASURES
AS NECESSARY TO PREVENT SEDIMENT-LADEN WATER FROM EITHER FLOWING OFF THE SITE,
OR INTO NEW/EXISTING STQRM DRAINAGE FACILITIES, SUCH AS DRY WELLS, CULVERTS, OR
GRAVEL GALLERIES.

MIRAFI OR APPROVED ALT. SILT FENCE
FILTER FABRIC W/WIRE MESH BACKING
WHERE SIGNIFICANT LOADING IS ANTICIPATED

8, THE CONTRACTOR/DEVELOPER IS RESPONSIBLE FOR INSTALLING ROCK CONSTRUCTION
ENTRIES AT ANY & ALL 1OCATIONS USED T0 ENTER OR EXIT THE PROJECT SITE. THESE MUST
BE INSPECTED AND APPROVED ALONG WITH OTHER BMP'S USED AT YOUR SITE, AND SHALL
BE REMDVED BEFORE PLACING ROAD SURFACE.

ATIACH FILTER FABRIC
SECURELY TD UPSTREAM
SIOE OF ALL POSTS

ALLCW FOR PONDING
BETWEEN TCE OF SLOPES
AND SILT FENCE

w

THE CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLATION, INSPECTION AND
MAINTENANCE OF ALL TEMPORARY EROSION CONTROL MEASURES.

POINT A

EVENT. REMOVE ALL SECIMENT AND DEFOSIT ON SITE AFTER SEDIMENT BARRIERS ARE NO (TOE) L IS DISTANCE SUCH
LONGER REQUIRED. THAT A%B ARE ©@ POINT B
EQUAL ELEVATIONS (TOP}

SUMMIT COUNTY
STANDARD BMP's

10. SEDIMENT BARRIERS SHALL BF INSPECTED, CLEANED AND REPAIRED AFTER EACH RUNOFF
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1i. CONTRACTOR SHALL NOT REMOVE TEMPORARY ESC MEASURES UNTIL 30 DAYS AFTER THE

SITE I5 STABILIZED, ALL DISTURBED SOIL SHALL BE PERMANENTLY STADILIZED EITHER
THROUGH REVEGETATION, RIP-RAF, PAVING, OR QTHER PRE-APPROVED METHOG(S).

OX—00X

12. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CLEANING DIRT, MUD AND OTHER

CONSTRUCTION DEBRIS WHICH MAY ACCUMULATE ON PAVED STREETS ADJACENT TO THE

SITE AS A RESULT OF CONSTRUCTION ACTIVITY. CLEANING SHALL BE ON AN "AS NEEDED"

BASIS USING WATER UNDER PRESSURE, SWEEPING AND WATER SHALL BE USED WHEN 9
WATER FRESSURE ALONE WILL NOT WASH THE CONSTRUCTION DFBRIS FROM THE STREET.

Date:

13, GEQTEXTILE FABRIC IS TO BE PLACED ON RIMS OF DRYWELLS, CATCH BASINS, & INLETS \ \

UNTIL SUCH TIME THE VEGETATION ON THE SITE IS ESTABLISHED & THREAT OF SEDIMENT I
DEPOSITION INTG THE DRAINAGE SYSTEM IS MITIGATED, uMn“n!usnn_ m\n-h._MoP_.

ROCK CHECK DAM DETAIL SILT FENCE DETAIL nts | nts

TALL
BEFORE YOU DIG Total

-wite. CALL 970.668.4212 WHEN BMP'S ARE READY FOR INSPECTION PRIOR TO EXCAVATION [ &




